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Construction Mild Steel or Stainless Steel. 

Finish Galvanised, Stainless Steel Brushed, Painted to Ral or BS Colour to Suit. 

Width Sizing Can be sized to Suit Opening. 

Locking Bi-Directional options with locking in all positions. 

Emergency Release Built-In Emergency release, remote Fire Alarm Link facility to freely rotate in an alarm 
condition. 

Access Control Options 
Proximity Card Readers and Controllers, Keypads, Remote Control Transmitters, Push 
button control Raise/Stop/Lower, Intercom Systems, Token Acceptors, Counting 
Systems etc. 

 
Half height or full height Turnstiles with standalone facility or linking into any number of other systems for time & 
attendance, remote site operations can be installed in a variety of different applications in use for manned or unmanned 
sites. 
 

--------------------------------------------------------------------------------------------------------------------------------------------------------------- 

• High Security  
• Very Visible Deterrent  
• Fast Operation Around 4-6 Seconds 

• Various Finishes available 
• Integrate into Any Access Control System  
• Designed with Security Built-In 

--------------------------------------------------------------------------------------------------------------------------------------------------------------- 

EDS Turnstiles come is a range of widths, designs, and specifications; and with many different control mechanisms. 
Where the width of your site exceeds the standard sizes, infill panels and side gates can also be incorporated adjacent 
to each other, with linked controls to operate simultanously. Several mehods of safety are incorporated into the system 
as standard. 

 
 


